
SAILING DIRECTIONS CORRECTIONS

PUB 145               8 Ed 2000                      LAST NM 14/00
Page 5—Line 20/R; read:
lighted whistle buoy is moored about 0.8 mile SE of the

(Can NM 11/99, Section IV) 18/00

Page 30—Line 28/L; read:
A lighted whistle buoy is moored about 1 mile SW of
(US NM 2/13264/00) 18/00

Page 38—Line 10/R; read:
6.5 miles E of Clarke Head.

(US NM 52/14040/99) 18/00

Page 38—Lines 16 to 17/R; read:
islet.

(US NM 48/14040/99) 18/00

Page 199—Line 7/R; read:
dredged to a depth of 5.5m. Berths are situated inside two

(US NM 46/14185/99) 18/00

Page 212—Line 21/L; read:
the bay, has general depths of 3.1 to 7.6m up to 1.75 miles

(US NM 13/14260/00) 18/00

Page 271—Table; replace with below:

(Can NM 9/99 and 11/99, Section IV) 18/00

Page 273 to Page 276—Tables; replace with below:
New table titled "MONTREAL—BERTH LIMITATIONS"
from back of this Subsection.

(Can NM 11/99, Section IV) 18/00

Page 284—Line 17/R; read:
Cornwall Island.

(Can NM 9/99, Section IV) 18/00

Page 284—Line 39/R; read:
129m.

(Can NM 9/99, Section IV) 18/00

SOREL HARBOR—BERTH LIMITATIONS

Berth Length Depth Remarks

Transport Canada berths

5 183m 9.1m

6 107m 6.3m

7 152m 8.5m Inside Bassin
Lanctot

8 160m 6.1m Inside Bassin
Lanctot

9 61m 6.1m Inside Bassin
Lanctot

10 160m 6.1m Inside Bassin
Lanctot

16 107m 4.9m

17 213m 4.9m

Sorel Limited berths

11 152m 7.3m

12 107m 7.3m

13 76m 7.3m

14 187m 8.3m Grain discharging

15 190m 10.7m Grain loading

Omnimar, Inc.

18 168m 4.3m

Marine Industries, Ltd.

19 183m 9.1m

Quebec Iron and Titanium

20 168m 9.1m Ore loading and
discharging

21 168m 9.1m Ore loading and
discharging
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MONTREAL—BERTH LIMITATIONS

Berth Length Depth Remarks

Cite-du-Havre

M6 218m 4.6m On E side of Bassin Bicker-
dike

M5 157m 7.6m On E side of Bassin Bicker-
dike

M4 157m 7.6m On E side of Bassin Bicker-
dike. Not used for cargo
handling

M3 157m 7.6m On E side of Bassin Bicker-
dike

M2 157m 7.6m On E side of Bassin Bicker-
dike

M1  91m 7.6m On E side of Bassin Bicker-
dike

Bickerdike Pier

B1 183m 7.6 to
8.8m

Ro-Ro ramp. On E side of
pier.

B2 187m 8.8m On E side of pier.

B3 197m 8.8m On E side of pier.

12N 152m 8.8m On N side of pier.

B4 200m 8.8m On W side of pier.

B5 187m 8.8m On W side of pier.

B6 199m 8.8m On W side of pier.

B7 174m 8.8m Ro-ro ramp and container
terminal. On W side of pier.

B8 183m 8.8m Ro-ro ramp and container
terminal. On W side of pier.

Pointe du Moulin a Vent Wharf

5W 142m 8.8m

6W 152m 8.8m

7W 164m 8.8m

9W 183m 8.8m

10W 190m 8.8m

Canal Lachine

11NE 91m 4.3m Berthing prohibited

11NW 41m 4.3m Berthing prohibited

12 285m 4.3 to
8.8m

Quai Alexandra

3/5 360m 10.2m Passenger terminal. On
side of pier.

14E 107m 8.8m On end of pier.

4/6 372m 9.7m On N side of pier.

Jetty No. 1

15S 203m 9.7m

15N 203m 9.7m

Quai King-Edward

7/9 386m 9.7m On S side of pier.

16E 108m 8.8m On end of pier.

8/10 389m 9.7m On N side of pier.

16W 178m 8.8m On N side of pier.

Quai Jacques Cartier

16 345m 9.7m

17 190m 8.8m

18-19 421m 8.8m

Bassin de l’Horloge

20 100m 6.7m Depths not maintained by
dredging

21 165m 6.7m Depths not maintained by
dredging

22 136m 7.5m Depths not maintained by
dredging

23 209m 7.5m Depths not maintained by
dredging

24 143m 7.6m Depths not maintained by
dredging

25 296m 9.4m

27 252m 9.4m

28 245m 9.4m

29 252m 9.4m

30 172m 9.4m Berthing prohibited

31 154m 7.0m Berthing prohibited

32 154m 9.1m Pipeline for molasses

33 151m 9.1m

MONTREAL—BERTH LIMITATIONS

Berth Length Depth Remarks
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34 143m 9.1m

35 169m 9.1m

36 161m 9.1m

37 164m 9.1m

Laurier Terminal

39 183m 9.4m

40 186m 9.4 to
10.7m

Pipeline for molasses

41 200m 10.7m

42 187m 10.7m

Quai Laurier

43 266m 10.2m

Quai Tarte

44S 225m 9.1m Dry bulk cargo

44E 95m 6.1m

44N 263m 9.4m Bulk cement facility

45 169m 6.1m Port of Montreal fleet

Pius IX Terminal (Quai Sutherland)

46 144m 10.7m

46SE 162m 10.7m Bulk sugar facility

46E 69m 9.9m

47 101m 9.9m Coastal trade. Berthing
length of 101m

48 196m 10.4m Capable of handling con-
tainers

49 183m 10.4m

Hochelaga Terminal

50 190m 10.7m

51 240m 10.7m Cold storage

52 338m 10.7m Ro-ro ramp

54 227m 10.7m Grain loading

55 168m 10.7m Grain loading

56 245m 8.2m

56E 155m 8.2m

56N/
56S

462m 5.5m

Racine Terminal

MONTREAL—BERTH LIMITATIONS

Berth Length Depth Remarks

57S 265m 8.2m

57N 200m 9.8m

58 163m 10.0m

59 152m 10.7m Containers

60 152m 10.7m Containers

61 182m 10.7m Containers

62 245m 10.7m Containers

64 283m 9.1m

Maisonneuve Terminal

66 200m 10.7m Ro-ro and containers

67 223m 10.7m Containers

68 195m 10.7m Containers

70 200m 10.7m Containers

71 198m 10.7m Dry bulk cargo

72 172m 10.7m Dry bulk cargo

Boucherville Terminal

73 193m 10.7m General cargo

74 193m 10.7m General cargo

Cast Terminal

76 156m 10.7m Petroleum pipeline

77 249m 10.7m General cargo and co
tainers

78 175m 10.7m General cargo and co
tainers

79 245m 10.7m General cargo and co
tainers

80 69m 10.7m General cargo and co
tainers

93 — — Berthing prohibited

Olco

94 238m 10.7m Petroleum pipeline

Montreal-Est Terminal

95 135m 10.7m Petroleum pipeline

96 135m 9.1m Petroleum pipeline

97 130m 9.1m Salt

98 146m 10.7m

MONTREAL—BERTH LIMITATIONS

Berth Length Depth Remarks
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PUB 145

99 147m 9.1m

100 146m 9.1m

Esso Canada

101 192m 10.7m Petroleum pipeline

102E 192m 10.7m Petroleum pipeline

102W 98m 4.6m

Shell Canada

103S 190m 10.7m Petroleum pipeline

103N 190m 8.7m Petroleum pipeline

Sunoco

104 33m 7.6m Can accommodate
vessels of 137m length

Ultramar

105 116m 9.4m Petroleum pipeline

106 116m 9.4m Petroleum pipeline

Petro Canada

109 139m 10.7m Petroleum pipeline

110E 139m 10.7m Petroleum pipeline

110W 164m 4.6m

MONTREAL—BERTH LIMITATIONS

Berth Length Depth Remarks
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